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Gazpromneft Premium C3 5W-30, 5W-40 
Fully synthetic all season engine oils 

 Fully synthetic engine oils designed for modern types of high power gasoline engines, as well as diesel 
engines of light vehicles, equipped with diesel particulate filter (DPF) and exhaust gas catalytic reduction 
systems (TWC). The oil delivers extended drain interval according to OEM’s recommendations. Produced on 
the basis of Mid SAPS technology: reduced content of sulfur, phosphorus and sulfated ash.  
 

 
 Extended service life  due to high oxidation stability 
 Improved detergent-dispersant properties prevent the formation of high-temperature deposits and ensure 

engine cleanliness and longevity  
 Advanced viscosity-temperature properties ensure reliable lubrication of friction parts in continuous 

operations at maximum speeds and loads 
 Reduced oil consumption through burning due to specially selected base oils  
 Effective anti-wear additives guarantee reliable protection against engine wear and bore polishing  
 High energy-saving properties ensure reduced fuel consumption  
 Due to the reduced content of sulfur, sulfated ash and phosphor allows for reliable protection of emission 

control systems and their efficient trouble-free operation. 

 
 high power gasoline engines, as well as diesel engines of light vehicles, equipped with diesel particulate 

filter (DPF) and exhaust gas catalytic reduction systems (TWC), where oils of ACEA C3 and API SN (or 
earlier specifications) quality level and the viscosity SAE 5W-30 or SAE 5W-40 are recommended 

 Gazpromneft Premium C3 5W-30 is applicable for use in gasoline and diesel engines (with DPF, 
with/without turbo-charger), produced by GM, with the requirements for dexos2 specification  

 recommended for use in cars by Mercedes-Benz, with the requirements for MB 229.51 specification  
 recommended for use in cars by Volkswagen Group (VW, Skoda, Audi, Seat), with the requirements for 

VW 502 00 / 505 00 / 505 01 specification, 
 recommended for use in cars by BMW (with extended drain interval), Porsche, Ford according to the 

specifications, indicated below 
 

  
Gazpromneft Premium C3 5W-30, 5W-40 approved by: 
Gazpromneft Premium C3 5W-30 Gazpromneft Premium C3 5W-40 
 API SN  
 MB-Approval 229.51; dexos 2  

 API SN  
 VW 502 00/505 00/505 01  
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Gazpromneft Premium C3 5W-30, 5W-40 are meeting requirements: 
 
Gazpromneft Premium C3 5W-30 Gazpromneft Premium C3 5W-40 
 ACEA C3 
 BMW LL-04 
 МВ 229.52 
 VW 502 00/505 00/505 01 
 Ford 917A 

 ACEA C3 
 BMW LL-04 
 МВ 229.51 
 dexos2 
 Porsche A40 
 Ford 917A 

 

  

 In case of proper and intended use, under compliance with applicable industrial and personal health regulations, 
oils Gazpromneft Premium C3 5W-30, 5W-40 are not a hazard for human health and environmental safety 
regulations. Avoid oil contact with skin. When changing oil use protective gloves. In case of oil contact with skin, 
immediately rinse it with water and soap. See the detailed data on this issue in the product safety data sheet. 
 

 Scavenge oil and residual products should be collected in a sealed container and handed over to the scavenge 
oil collection stations. Do not drain scavenge oil to the sewage facilities, ground or impoundments. 
 

TYPICAL PROPERTIES 

HEALTH AND SAFETY 

ENVIRONMENTAL PROTECTION 

TYPICAL PROPERTIES Gazpromneft Premium     Gazpromneft Premium 
         С3 5W-30                            С3 5W-40 

Viscosity 
@ 100 °С, мм2/с 

 
              12,1                                 14,1 

Viscosity 
@ 40 °С, мм2/с               70,8                                 81,3 

Viscosity Index               169                                  180 

Flash point, COC, °С                241                                 235 

Pour point, °С                     -38                                   -36 

Density, @ 20 °С, gr/sm3              0,853                                0,855  

Base number, mg  KOH/g                7,6                                   7,6 

Sulphated ash, %                       0,8                                   0,8 

 


