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Gazpromneft Moto 4 T  20W-50  

Engine Oil  

 
Engine mineral oil, all-season type, manufactured of quality base oils and a package of additive agents.   
Made especially for hot climate applications.  
 

 
 Keeps engine parts clean. Consistent and reliable operation of the engine is achieved due to high thermal 

and oxidation stability (prevents the formation of high-temperature deposits).  

 Keeps engine wear debris and contaminants in suspended condition which prevents the formation of 
deposits on the engine interior parts.  

 Viscosity and temperature properties of this oil make it a good protection for the engine running in various 
operating modes. 

 Serves a good protection for the engine operated under high ambient temperatures. 
 

 
 4-stroke, small displacement gasoline engines, air- and water-cooled, installed on motorbikes, motor 

scooters and motorized rickshaws, where API SF lubricants with SAE 20W-50 viscosity class are 
recommended.  

 Ambient temperature range :  -15°С - +50°С. 

 Not for use with wet clutch vehicles. 
 

 
Gazpromneft Moto 4 T 20W-50 complies with the following specification: 
 

 API SF 
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When used properly and following the intended application, under compliance with applicable industrial and 
personal health regulations Gazpromneft Moto 4 T 20W-50 oil is not a hazard for human health and for 
environmental safety.  Avoid oil contact with skin. When changing oil use protective gloves. In case of oil 
contact with skin immediately rinse it with water and soap. See the detailed information concerning health and 
safety in the product safety data sheet. 
 

 
Waste oil, product residues should be collected in the sealed container and sent to the waste oil recycling 
center. Do not drain waste oil to the sewage facilities, ground or impoundments. 
 

PHYSICAL PROPERTIES 
 

HEALTH AND SAFETY 
 

ENVIRONMENTAL PROTECTION 
 

Typical characteristics Gazpromneft Moto 4 T  20W-50 

Kinematic viscosity 
@ 100 °С, mm

2
/s 

 
17.8 

Open-cup flash point,  
0
С 236 

Chilling temperature,  
0
С -29 

Alkali number, mg KOH/g 5.6 

Sulphated ash 0.9 

Density, @20 °С, g/cm
3
 0.886 

 


